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Checklist for Accessible Parking 
 

Parking Features How does our 
building compare? 

Determine next 
steps and timing 

Are there enough spaces to meet the needs of the building?  
 Consider current and future needs of residents in the building. 
 Check with local authorities and governing agencies. 

 

  

Are the stalls accessible? 
 Ensure parking stall length and width measurements meet 

accessibility requirements. 
 Each accessible stall has an adjacent access aisle for ease of 

transfer into and out of the vehicle. 
 The parking lines are clearly marked and visible. 
 The parking surface is firm, slip-resistant, and level. 
 For street level parking, there is overhead protection from 

rain and snow. 
 

  

Are the accessible stalls easy to locate? 
 Clear signage with the International Symbol of Access (ISA) is 

visible. 
 Signage can be mounted on poles or the facing wall – check 

for accessibility standards for correct height. 
 The parking surface has clearly marked lines for the accessible 

stall and access aisles. 
 Accessible parking stalls have a sign painted on the surface in 

addition to a mounted sign.  
 Provide directional signage and ensure the route is well 

lighted. 
 

  

Is the route to/from the accessible stalls accessible? 
 Accessible stalls are closely located to the main building or 

parkade entrance as well as the elevator. 
 The route needs to be well lighted, with a stable, slip-resistant 

surface, which is level.  
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 If some areas cannot be level, the slopes are no more than 5% 
or include curb cut outs in the sidewalk. 

 

Is the route to/from the elevator accessible? 
 If there is an entry door from the parking space 
 to the elevator, the area surrounding the entry door is level 

and there are enough space for multiple residents and 
mobility devices. 

 The entry door is easy to unlock. Have devices like a swipe 
FOB or power assist door opener available. 

 If there is a manual door, ensure it is not heavy and that it 
operates with a lever handle. 

 The area between the door and elevator is well lighted, level 
and easy to move around. 

 Include instructions of how to contact emergency services, or 
if this area is part of fire egress, ensure information is 
available on the closest set of stairs. 

 

  

Is there an overhead structure in the pathway to the parking space?  
 Check on the recommended minimum height to 

accommodate higher accessible vans. 
 

  

Is there secure parking for a variety of mobility devices? 
 The locking system requires minimal manual dexterity. 
 Provide charging stations for batteries and rechargeable 

motors. 
 

  

Is there a maintenance plan to keep the areas accessible?   
 Clear the parking areas and routes of debris, gravel, ice or 

snow throughout the seasons  
 

  

 
Note: This checklist presents suggestions for consideration. Consult with local authorities as well as agencies and 
governing bodies responsible for accessibility before planning for accessibility.  


